Interface Transaction Processing (ITP) Service
For review, revised table descriptions and field name notes.
 
· "FO_IFxFacilityID" on page 2
·  "FO_IF_Outbound_Config" on page 4 
·  "FO_IF_Path_XRef" on page 6 
 
 
FO_IFxFacilityID
 
This table contains the mapping of various interfaces for each facility ID. This is used by ITP to direct triggering to the correct trigger table / interface.
Use table name in SQL statements as FO_IFxFacilityID
 
	Field
	Type
	Notes

	FO_IFxFacilityID_ID
	int
	ID field, a counter. Unique

	FacilityID
	varchar(50)
	Enter a unique facility ID.
Usually a numeric hospital ID.

	ADTinterfaces
	varchar(255)
	Defines a list of ADT interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid ADT interface codes separated by pipes.

	OEinterfaces
	varchar(255)
	Defines a list of OE interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid OE interface codes separated by pipes.

	RESinterfaces
	varchar(255)
	Defines a list of RES interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid RES interface codes separated by pipes.

	CDCInbound
	varchar(255)
	Defines a list of CDC inbound interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid CDC inbound interface codes separated by pipes.

	CDCOutbound
	varchar(255)
	Defines a list of CDC outbound interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid CDC outbound interface codes separated by pipes.

	TDCInbound
	varchar(255)
	Defines a list of TDC inbound interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid TDC inbound interface codes separated by pipes.

	TDCOutbound
	varchar(255)
	Defines a list of TDC outbound interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid TDC outbound interface codes separated by pipes.

	FPToRREOutbound
	varchar(50)
	Defines a list of FPToRRE outbound interface codes.
Multidimensional pipe delimited field, with leading and trailing pipes.
Enter valid FPToRRE outbound interface codes separated by pipes.

	FacilityIDCode
	varchar(50)
	Enter a unique facility ID code.

	FacilityName
	varchar(80)
	Enter full name for this facility.

	MPIQualifier
	varchar(50)
	Enter a valid MPI Qualifier code.


 
 
FO_IF_Outbound_Config
 
This table contains a record for each message type and event type to be used in formatting the HL7 message for a specific interface. The type and event will be sent in the message header.
Use table name in SQL statements as FO_IF_Outbound_Config
 
	Field
	Type
	Notes

	FO_IF_Outbound_Config_ID
	int
	ID field, a counter. Unique

	PriorityByTransVolume
	varchar(50)
	Assigned by Rhodes.
***DO NOT EDIT***

	InterfaceCode
	varchar(50)
	Enter a valid interface code.

	ADT_NewPatient_Type
	varchar(50)
	Message type to create for this trigger point.

	ADT_NewPatient_Event
	varchar(50)
	Event type to use for this trigger point.

	ADT_UpdatePatient_Type
	varchar(50)
	Message type to create for this trigger point

	ADT_UpdatePatient_Event
	varchar(50)
	Event type to use for this trigger point.

	ADT_NewEpisode_Type
	varchar(50)
	Message type to create for this trigger point.

	ADT_NewEpisode_Event
	varchar(50)
	Event type to use for this trigger point.

	ADT_UpdateEpisode_Type
	varchar(50)
	Message type to create for this trigger point.

	ADT_UpdateEpisode_Event
	varchar(50)
	Event type to use for this trigger point.

	ADT_MergePatient_Type
	varchar(50)
	Message type to create for this trigger point.

	ADT_MergePatient_Event
	varchar(50)
	Event type to use for this trigger point.

	ADT_MergeEpisode_Type
	varchar(50)
	Message type to create for this trigger point.

	ADT_MergeEpisode_Event
	varchar(50)
	Event type to use for this trigger point.

	OE_NewOrder_Type
	varchar(50)
	Message type to create for this trigger point.

	OE_NewOrder_Event
	varchar(50)
	Event type to use for this trigger point.

	OE_UpdateOrder_Type
	varchar(50)
	Message type to create for this trigger point.

	OE_UpdateOrder_Event
	varchar(50)
	Event type to use for this trigger point.

	OE_CancelOrder_Type
	varchar(50)
	Message type to create for this trigger point.

	OE_CancelOrder_Event
	varchar(50)
	Event type to use for this trigger point.


 
 
FO_IF_Path_XRef
 
This table contains records which are cross references between STUB order and data required by Pathology system for case number assignment. 
The table can also be used in translating FAST orders to RRE orders for Pathology.
Use table name in SQL statements as FO_IF_Path_XRef
 
	Field
	Type
	Notes

	Path_If_Xref_ID
	int
	ID field, a counter. Unique

	TestCode
	varchar(50)
	Enter a valid FAST order code for pathology.

	PerfLabCode
	varchar(50)
	Enter a valid performing lab code.

	LabDept
	varchar(50)
	Enter a valid lab department as identified in FO_Tests for pathology orders.

	PathDepartment
	varchar(50)
	Pathology sub-department, used in creating pathology case number in pathology system.

	TestPartType
	varchar(50)
	Part type required by the pathology system.

	PathDepartmentName
	varchar(80)
	Pathology department name.


 
 
